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Teknik Bilgiler / Technical Datas

Govde Malzemesi / Body Material : Silisli Sac / Siliceous Iron

Glig / Power 170W /70 W

METAL HALIDE VE SODYUM BUHARLI BALAST
METAL HALIDE AND SODIUM VAPOROUS BALAST

Ampul Tipi / Lamb Type : Metal Halide - Sodyum Buharh / Metal Halide - Sodium Vaporous

Calisma Gerilim ve Frekansi / Operating Voltage & Frequency: 220-230 V - 50 Hz / 220-230 V - 50 Hz

Duy Tipi / Holder Type : E-27 / E-27

o Diisiik watt kayipl silisli sac ve otomatik paketleme sistemi sayesinde sessiz gcalisma
Low Watt-loss, quiet operation thanks to siliceous sheet and automatic packaging system

o iletkenligi yiiksek H sinifi emaye kaph bakir telleri ile uzun 6miir ve diisiik gii¢ kaybi
Long-lifetime and low-loss with highly conductive H-class enamelled copper wires

e Uretim prosesi boyunca etkin kalite kontrol denetimi yapilarak eksiksiz ve hatasiz iiretim

Effective quality control throughout the production process ensuring complete and fault-free production

o Yanmaz plastik aksan
Non-flammable plastic components

o Rutubetten, UV isinlarindan, tozdan etkilenmeyen izolasyon vernigiyle korozyona karsi koruma
Protection against corrosion with moisture, ozone and dust proof insulating varnish

o Yiiksek frekans yaymamasindan dolayi elektromanyetik uyumluluk
Does not emit high frequency waves and thus problem-free interms of
electromagnetic compatibility and harmless to human and animal life
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a) 112 mm
b) 64 mm
c) 64 mm

d) 50 mm

DoganlLed olarak brosiirlerimizde ve yazili dokiimantasyonlarimizda verilen édlgiiler yaklasik degerlerdir. Firmamiz bunlarla ilgili
degisiklik yapma hakkini sakl tutar. Beyan edilen degerlerde %89 tolerans dikkate alinmalidir. / DodanlLed, the dimension given in
our brochures and written documentation are approximate and our company reserves the right to make changes regarding them. A tolerance of

%39 should be taken into account in the declared values.
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