105°

90°

75°

60

Gama Isinlari
120°

A

Backlight Panel

60x60 cm Siva Alti Endirek Ofis Armatiirleri

Govde
Body

LED
LED

! Optik Kapak

Optic Cover

Siirtict
Driver

Girig Gerilimi
Input Voltage

Gii¢ Faktorii
Power Factor

Colour Rendering

Index (CRI)

Frekans
Frequency

Koruma Sinifi

Protection Class

180°

180.0 0.0 1:100.00%
270.0 90.0
fdogan’

www.doganelectric.com

150 9001 C € <7SE> Edogan

Opsiyonel

Optional

RAL Kodu
RAL Code

Uriiin Ozellikleri Product Details

Renksel Ger. Ind.

60x60 cm Indirect
Recessed Backlight Luminary

Elektrostatik toz boya kapli metal
Electrostatic powder coated steel

SMD Mid Power
SMD Mid Power

UV isiklarina dayanimli, sararmayan, yiiksek
1s1 gegirgenligine sahip PMMA

High transmission PMMA Oﬁal diffuser with UV
protection, non-yellowing throughout lifetime of
the luminaire.

Opsiyonel ENEC belgeli
Optional ENEC certificated driver

220V - 240V, 85 - 240V
220V - 240V, 85 - 240V
>0,95

>0,95

>80
>80

50 - 60Hz
50 - 60Hz

IP40 / Opsiyonel IP54
IP40 / optional IP54

DALI ve koridor fonksiyon uygulamasi, 1-10V
Dim, 3 saate kadar acil durum aydinlatma
tinitesi, istenilen renk sicakliginda (CCT) LED
uygulamasi, algipan tavan montaj imkani

DALI and corridor function applications, 1-10V
dimming, emergency lighting unit application up to
3 hours, production according to desired correlated
colour temperature (CCT), plasterboard ceiling
mounted possibility

RAL 9016
RAL 90176

Kod Koli Ebati  Koli Agirhgi Amb. Ad. Uriin Giicii Isik Akisi  Renk Sicakhigi Etkinlik Faktorii  Boyutlar
Code Box Dimensions Box Weight Pcs./Box Power Lumin. Flux Colour Temp. Luminous Effic. Dimensions
(mm) (Kg) (W) (Im) (K) (Im/w) (mm)abec
361227418 650x270x630 18,00 8 36+ 3.450 6500/ 4500 96 597x597x65
361227218 685x395x670 20,00 12 24x 1.920 6500/4500 96 600x297x70
361227236 1275x390x353 18,00 8 36+ 3.450 6500/ 4500 96 1270x297x70
361227030 685x395x670 15,00 24 14 1.440 6500/ 4500 96 297x297x35

*Bunlar nominal degerler olup projelere uygun istenen watt uygulamasi, 30-54W araliginda, istenirse iiretilebilinir.

Yukaridaki degerlerde siva iistii tiretimimiz de mevcuttur.

*These are the nominal values. if it is needed fixture can be produced between 30-54W.
Surfaced fixtures can be produced accordance to the above specification table.

d-lite’ d-tech’ d-/ed” ELMEKSAN®
KOLAYLIK ELEKTRIK A.S.'nin Tescilli Markalaridir.
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