VERONA - Borna

BACKLIGHT LED ARMATURU
BACKLIGHT LED LUMINAIRE

VERONA

a

Siva Ustt
30x60

Teknik Bilgiler / Technical Datas

Govde Malzemesi / Body Material

Govde Cami veya Difiizor / Body Glass or Diffuser
Govde Boyasi ve Renk Kodu / Body Paint and RAL Code
Koruma Sinifi / Protection Class

Montaj Tipi / Mounting Type

Sertifikalar / Certificates
&>| |CE

Kullanim Alanlar / Areas Of Usage

CLASS IT

b |4+ | 4] ) A2 il

ofis Hastane Konferans Salonu

office Hospital

T OSRAM TRIDONIC encitrse Cl=

Laboratuvar  AVM / Market Simf
Laboratories Shop Class

363 127 218
35.170.1103

: DKP Sac / DKP Iron
: PMMA / PMMA

: Elektrostatik Toz Boya - Beyaz (RAL 9010) / Elektrostatic Paint - White
: IP 40 - IK06 / IP 40 - 1k06

: Tasylinii - Siva Alt1 / Ceiling, Recessed

Calisma Gerilim ve Frekansi / Operating Voltage & Frequency: 220-230 V 50 Hz / 220-230 V 50 Hz

Tiiketim Giicii / Product Power

124W /24 W

Armatiir Isik Verimliligi / Luminaire Output Efficiency (Im/W) : 120 Im/W / 120 Im/W

Birlesik Parlama Indeksi / Combined Flare Index (UGR)
Armatiir Isik Aki Siddeti / Luminaire Output Flux

Renk Geriverim Indeksi / Colour Rendering Index (CRI)
Renk Sicakhgi / Colour Temperature

Toplam Harmonik Distirsiiyonu / (THD)

Calisma Sicaklik Araligi / Operating Temperature
Armatiir Sinifi / Protection Class

Giig Faktorii / Power Factor

Maksimum Gerilim Dayanimi / Total Voltage Resistance
Led Galisma Omrii / Led Light Life

Siiriicii Omrii / Driver Life

Spektrofotometrik Olgiim

70 180 17
spt70 159 9159150

Unit: ed

Chroma Olgiim

1 <20/ <20
: 2880 Lm / 2880 Lm
: 80/ 80

: 4000 K - 6500 K / 4000 K - 6500 K

<%20 / <%20

:-20°C/ 65°C/-10°C/65°C
: Sinif 2 / Class II

:0.95/0.95

12kV/2kv

: 50. 000 Saat / 50. 000 Hour

: 80. 000 Saat / 80. 000 Hour

Isocandela Diyagrami

Isocandela Diyagrami (lsocondela Diagrom)

CIE 1931, 2 Degree

DoganLed olarak brosiirlerimizde ve yazih dékiimantasyonlarimizda verilen 6Glgliler yaklasik degerlerdir. Firmamiz bunlarla ilgili
degisiklik yapma hakkini sakl tutar. Beyan edilen degerlerde %9 tolerans dikkate alinmahlidir. / DodanlLed, the dimension given in
our brochures and written documentation are approximate and our company reserves the right to make changes regarding them. A tolerance of

%39 should be taken into account in the declared values.
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1. DKP Sac Gévde / DKP Iron Body

2. LED Kart / LED Pcb

3. Opal Diftizér / Opal Diffuser

4. Aliminyum Cergeve / Aluminium Frame

5. Gug Kaynadi / Driver

Yan tarafta gdsterilen
urtn Tas YUnu Tavan
icin gecerlidir. Uriin
cercevesinde herhangi bir
montaj aparati yoktur.
Tavan merkezi sekilde
kesilmis tas yuUnlerinin
icine oturtularak yapilir.

The product shown on the left is for
the suspended ceiling (rock wool).
There is no mounting apparatus in the
product frame.The product should be
assembled to the predetermined
suitable positions for mounting on the
suspended ceiling by placing the product
diagonally inward and centered
on the metal frames

Alternatif Siiriiciiler / Alternative Drivers

Alternatif Led Chip / Alternative Led Chip

DIM Uyumlulugu / DIM Compatibility

Maksimum Gerilim Dayanimi / Total Voltage Resistance
Acil Kit Uyumlulugu / Emergency Lightning Compatibility

Alternatif Montaj Tipleri / Alternative Of Installation

a. 300 mm
b. 600 mm
b
c. 70 mm
CI
1 |

: Tridonic - Osram - Philips / Tridonic - Osram - Philips
: Osram - Samsung - Opto / Osram - Samsung - Opto
:0-10V / 0-10V

:2kV / 2kV

: Dlite - Arsel - Bes A / Dite - Arsel - Bes A

1 Siva Alti - Siva Ustii / Recessed - Surface

DoganLed olarak brosiirlerimizde ve yazih dékiimantasyonlarimizda verilen 6Glgliler yaklasik degerlerdir. Firmamiz bunlarla ilgili
degisiklik yapma hakkini sakl tutar. Beyan edilen degerlerde %9 tolerans dikkate alinmahlidir. / DodanlLed, the dimension given in
our brochures and written documentation are approximate and our company reserves the right to make changes regarding them. A tolerance of
%9 should be taken into account in the declared values.




i KULLANIM KILAVUZU
dogan VE

e MONTAJ TALIMATI

Kullanim Kilavuzu / User Manual

= Kullanim kilavuzunu dikkatlice okuyunuz. / Read the user manual carefully.

- Uriinlerin montaji sadece ehliyetli personel tarafindan yapilmalidir. / Installation of the
products should only be done by qualified personnel.

- Uriin montajindan 6nce elektrik enerjisinin kesilmis oldugundan emin olunuz. / Before
assembling the product, make sure that the electrical energy is cut off.

- Uriin montajinda kullanilacak aparatlari ve vidalari dogru ve iiriine zarar vermeyecek
sekilde kontrollii bir sekilde monte ediniz. / Assemble the apparatus and screws to be used in
product assembly correctly and in a controlled manner so as not to damage the product.

- Uriinii teknik bilgi kilavuzunda belirtilen degerler disinda calistirmayiniz.

Uriinii belirtilen amacg disinda kullanmayiniz. / Do not try to operate the product other than
the values specified in the technical information guide. Do not use the product for other than the
specified purpose.

- Hasar gormiis, nakliye esnasinda darbe gormiis veya arizah lriinleri kullanmayiniz. /
Do not use damaged, damaged or defective products during transportation.

- Calismakta olan isik kaynagina yakindan bakmayiniz. / Do not look closely at the working
light source.

- Uriinde kullanilan parcalarin degisimi,onarimi yalnizca iiretici veya iiretici servisi
tarafindan yapilmahdir. / The parts used in the product should be replaced or repaired only by
the manufacturer or the manufacturer's service.

- Uriiniin usuliine uygun olmayan kullanimi ve montajindan kaynaklanan hasarlardan ve

varalanmalardan ""Kolaylik Elektrik San. ve Tic. A.$" sorumlu tutulamaz. / "Kolaylik Elektrik
San. ve Tic. A.S” cannot be held responsible.

Montaj Talimati / Assembly Instruction

Armatur tavan igine alinir. Enerji baglantisi yapilirak montaj tamamlanir..
The luminaire is enclosed in the ceiling. Installation is completed with energy connection.

DoganLed olarak brosiirlerimizde ve yazih dékiimantasyonlarimizda verilen 6Glgliler yaklasik degerlerdir. Firmamiz bunlarla ilgili
degisiklik yapma hakkini sakl tutar. Beyan edilen degerlerde %9 tolerans dikkate alinmahlidir. / DodanlLed, the dimension given in
our brochures and written documentation are approximate and our company reserves the right to make changes regarding them. A tolerance of
%9 should be taken into account in the declared values.
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Mermerciler Sanayi Sitesi

95.Cadde No.8/3

34520 Beylikduzd OSB / Beylikdlzi
Turkiye
ww w.doganled.com.tr

+90 212 677 39 92

Karakdy Mah. Bereketzade Mah
Sair Ziyapasa Cad, Laleli Cesme Sk. No:6
Karakoy/Beyoglu/istanbul

karakoy@kolaylik.com.tr
+90 212 252 37 44

Perpa Ticaret Merkez A Blok
No: 1414
Okmeydani/Istanbul

perpa@kolaylik.com.tr
+90 212 222 53 32

@ @dogan-led 0 @doganledd @ @doganledd

www.doganelectric.com
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